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Introduction S:

Thank you for purchasing our DVR System. This operation manual is to
introduce how to set DVR system and explain each function for you to use the
system effectively and stably.

Users should read this manual thoroughly before you install or utilize the
DVR system.
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System features

-Support dual-monitor and multi-monitor in diffierent work mode

-Support NV series board cards and DG series cards inserted on the
same PC

-Support multi-brand of mobile client
-Support 64bit OS installation

-Support multi-brand of IP cameras, such as Mobotix, Sony, Acti,
Arecontvision etc.

-Support H.264 compression and low HDD cost

-Access web through LAN or WAN

-Real time full-motion video-capture & display (Up to 64 channel video
input)

-Real time high-speed recording (Up to 30 fps per channel)

-Synchronous audio recording (optional)

-Motion detection (Whole area or up to 12 detection zones per channel)

-Normal recording (continuous) and event recording (Motion detection or
external sensor)

-Electron Map pop-up when alarm happen

-System operating and alarm logging

-Alarm before recording

-Remote recording

-Send alarm message automatically

-Send alarm image to email box as attachment automatically
-Matrix display and group display

-Duplex mode (Recording while playback)

-Network support (Remote access via LAN, Ethernet, PSTN, ISDN,
ADSL)

-PIT/ZIF & speed demo control on keyboard

-Search/playback by date/time directory (random-access)
-Backup & burn CD directly

-Remote talking between server and client or server and server

-Support six types of resolution (1024*768 pixels, 1440*900 pixels,
1280*1024 pixels, 1280*768 pixels, 1680*1050 pixels and 1920*1080 pixels)
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Important Information

For optimal performance of your system, it is important to follow these
recommendations.

1) Recommend that divide your hard disk into two partitions at
least (e.g.: C and D). The first partition is used to install
Windows OS and system software, the others for storing
record files.

2) Please use appropriate motherboard and display card. Contact
your dealers or our support engineers if you have any
guestions.

1C
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Recommend System Environment

Chipset: Intel 875PE, 915P, 945P, 965P

Motherboard: Intel: D915/945PCY, D865PERL

Asus: P4P800SE, P5P800 MSI: 865PE Neo2-F, 915/925/945;
Gigabit: GA-865GME, GA-945PL-G etc

Video Card: ATI Rodeon 9250 128MB, ATI Radeon 9550 128MB, ATI
X500, X550, X700 etc;

Processor: Intel Pentium 4 2.4GHz or better
Memory: 512MB minimum

11
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Chapterl Start up and Main
Interface

1.1 Preparation & Uninstallation

1.1.1 Preparation

Before you run DVR system, please be sure following issues:
1. All connectors are firmly connected;

2. Install the driver of compression cards correctly. For detailed
information, please refer to Appendix C: Driver Installation Manual;

3. Set the resolution of monitor equal to or bigger than 1024*768 pixels.

Now user can install DVR on 64 bit OS. But you cand insert DG cards
together when you run DVR on 64 bit OS because DG cards support only 32
bit OS.

1.1.2 Uninstallat ion

When you want to change this version to another one, you should uninstall
it. Click fStart”A All programsA DVR serverA Uninstall DVRoOto uninstall DVR.

ﬁ IVE Serwver @ DF Series IFC Scan
l]‘j JEZME Wireless Toolkit 2.2 b |=) Disk Management

IJ‘_j Sun Jawa(TM) Wireless Toolkit 2.5 for CLDC | IVE Server

Ij‘j Rezearch In Motion F| 7 Install WinFeap 4 0 2
I ReslVHC ¥ BB WY Series IPC Scan
IJ‘_j HYE Client ¥ ﬂ Uninstall IVE Serwer

1.1.3 Search Tools

1. NV Series IPC Scan

Click StartA All programsA DVR ServerA Insatll WinPcap_4 0 2 to
install the NV series IPC scan tool.

ﬁ IVE Serwver % D Series IFC Secan
I ivms 4000 (+2. 0) ¥ =2 Dizk Management
IJ‘_j JME Wireless Toollat 2.2 b |EE DVE Server

Ij‘j Sun Jawa (TM) Wireless Toolkit 2.5 for CLIC # ﬁ Install WinFecap 4 0 2
M iy Series IFC Sean
\_E'_B Uninstall IVE Serwver
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Click StartA All programsA DVR ServerA NV Series IPC Scan to scan
NV series IP cameras connected in the LAN.

ﬁ IVE Serwvar DG Saries IFC Secan
I@ iVME 4000 (&, 0) b =3 Dizk Management
Ij‘j JZME Wireless Toolkit 2.2 P EE IVE Serwver

Il‘j Sun Java(TM) Wireless Toollit 2.5 for CLDC F|(;) Install WinFeap 4 _0_2

- BV Series IFC Scan

\_F:_B Uninstall IVE Server

Device type, IP address, Port number, Device Serial No., mask, mac,
channels, software version, DSP version and start time will be displayed in the
search tool. You can modify the IP and port more conveniently when you click
fmodifyobutton on the right.

[ sapp x|
I Device bype I IP address I Port number I Device Senal Mo, - Device Serial Mumber
a0l SERIES 192.0.064 2000 DSE104HCI00200707
a0z SERIES 192.0.715 2000 DS7104H01 20071224 IDSB1D4HEDD2DD?DB24BECH‘ID
003 SERIES 192.07.51 8000 D57204H012007113C N
004 SERIES 192.0.3.58 8000 DSE1OMHCADUO0Z0 | | [yERs|GN
005 SERIES 192.0.257 2000 DS7204H01 20070828
006  SERIES 192.0.7.202 2000 [052-0F1-613002007C subnet magk
007 SERIES 192.0.4.85 5000 D5610THFO0200707z | e85 255 4@ . 0
o032 SERIES 192.0.1.179 2000 [052-0F1-61 30020070
003 SERIES 1920723 2000 DS 7204H01 2007090z IP address
FOT0 [ SER 29 8000 [ DEETC4HCOE f I 192 . 0 . 7 . m
011 SERIES 192.0.4.237 2000 DSE102HF-A
012 SERIES 192.0.7.2 2000 [DSER04HC-A0020070 device port
013 SERIES 152.0.1.89 2000 D561 02HFO02007 101 000
014 SERIES 1592.0.7.243 2000 [D52-DF1-6130020071 I
015 SERIES 192.0.259 8000 DSE1 01 HF-A0020070 MAC Address
016 SERIES 159203214 2000 DS2C0A52F0020071:
7 SERIES 159203211 2000 DS2C0a52F00200707 IDD-M-SB'SE-dS-Sb
08 SERIES 192.0.064 £000 DS2CDER2FO0200712 s -
019 SERIES 192.0.1.101 2000 DSE104HC00200703__| PlEAase NPT passwan
020 SERIES 192.0.6.220 2000 DS7108H01 20071226 I
021  SERIES 192.0.7.200 2000 DSE104HCI-SD 00200
022 SERIES 192.0.357 2000 DSE104HCO0200709: modify | cancell FAVE |
023 SERIES 192.0.3.206 2000 DS2C0a52F0020070%
024 SERIES 192.0.7.192 2000 D52-0F1-6130020071
025 SERIES 192.0.7.135 2000 DSE10THFO02007111 Fesume default password-
026 SERIES 192168629 2000 DS2C0E02FFO02007( R
027 SERIES 192.0.7.253 8000 NYECD40220070824¢ I— oK |
028 SERIES 192.0.4.98 2000 DSa01EHCO220071 21
D2IS SERIES 192.0.?.1I55 2000 DS7104HM 20071217 >
1 »

I Exit |

2. DG Series IPC Scan

Click StartA All programsA DVR ServerA DG Series IPC Scan to scan
DG series IP cameras connected in the LAN.

fh IVE Serwver £ D5 Series IFC Scan
) 1VMS 4000 (+2. 0) P | =3 Disk Management
I) JEME Wireless Toolkit 2.2 v B DVE Server

Llf] Sun Jawa (TM) Wireless Toolkit 2.5 for CLIC  k|(,;) Install WinFeap 4 0_F
M iy Series IFC Sean
\_E'_B Uninstall IVE Serwver

IP Address, MAC Address, Mask, Gateway, Server Type, Channel Num,

2
18
2
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Server Port, Client Port and Domain will be displayed in the search tool. You
can modify the IP and port more conveniently when you double click one
camera in the list.

4% Server Search

Server List
|5] IP Address MAC Address Mask Gateway Server Type | Channel M... | Server Port Client Port
1 192168.0.240 00:50:C2:28:9812 2552552550 192.168.01 S Series 1 3000 6000

g ! 4

v Auto Refresh ¥ Reboot & Refrash

1.2 Disk manage ment

After installed DVR Server, you should assign space for recording,
otherwise, software canda record. Actually, system will run disk management
automatically after you installed DVR Server. Also, you can run disk
management to assign space when you want.

However, you should input correct user name and password to get access
to Disk management when manger disables the disk manage right of some
operators in Password setup.

14
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p— ——
Disk Management

Disk Drives |T0tal Size(M) |Free Space(M) 1Allotted Data F'ackag|ResiduaI Data Package [Mew Data Package 5
G (MTFS) 110238 4232 4 16 a
Db (MTFS) 50000 52806 a 205 a
EM (MTFS) go003 163 In 1] 1]
Fiu (NTFS) g5224 176 343 a a

w

P.m:;--.f_ ----- A% Ihde | ..-4 P—i""’ ,...-1

0 Disk DrivesO :Display the disk and its format.
Total Size(M)O :Display the total size of the disk.

O Free Space(M)O :Display the total free space of the disk, which is the
maximum space can be assigned for recording.

O Allotted Data PackageO:Display the number of data package, which has
been assigned for recording before.

O Residual Data PackageO :Display the number of data package that can
be assigned for recording.

o

0 Residual Data Package® = & Free Space(M)0/256

O New Data PackageO :Select the number of the data package that user
want to create for recording.

0 New Data Package@ U 0 Residual Data PackageO
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Disk Management

Disk Drives |T0tal Size(M) |Free Space(M) |Allotted Data F'ackag|ResiduaI Data Package |l\lew Data Package | 5
G (MTFS) 10236 4231 4 16 E j ?
Db (MTFS) 50000 52806 a 205 0

EM (MTFS) go003 163 In 1]
Fiu (NTFS) g5224 176 343 a

w

| Create Datasindes I e

User can select the number of data package for each disk in the

drop-down list. Then user can press P'

Fat=iram = ie=r. M iaTe ="

‘1 button to create

data package and index for recording. After that, software could calculate the
rest space automatically.

Note:
1)

2)

3)

4)

5)

6)

Please format the whole disk thoroughly before using it to be
recorded.

Each package for recording (Recdata****.mp4) is 256MB, and it is
associated with its index file (Reclndex****.inx). They must work
together, or user can@ playback recording data correctly. Also, user
can@ modify them unless deleting them together manually.

By default, disk C and Disk D are used for system application, so our
software will not use it (default: ® New Data PackageO= 0) unless you
change it.

Since windows will pop up information to warn when the disk has low
space, by default, our software will leave 3 packages (about
256*3=768 MB) for disks (except C and D) to avoid that information.
That is to say, the default value of disks (except C and D):

0 New Data PackageO = 0 Residual Data PackageO-3

Software will cost much more time to create data package and index
for FAT32 system than that for NTSC.

After the data package created, user cand delete the data package
through disk manager, user just can delete them manually, and it is

1€
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better to delete the whole folder i _ R E C OR D _ DuAderPeach disk.
After that, the space of the disk will be released; user can assign them
for recording again.

1.3 Start up

Double click shortcut icon EEEEEE to run DVR Server. The main interface

is as below:

Note:

1) When user run the DVR Server without a valid license for
compression cards or IP products, system will pop up a dialog box to
inform you. System will work under trial version; if you want to use full
version, please contact your supplier or us directly to get it.

2) DVR Server supports several different size of main interface:
1024*768, 1280*768, 1440*900, 1280*1024, 1680*1050 and
1920*1080. When you want to run DVR, the resolution should be set
as 1024*768 at least.







































































































































































































































































































































